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ELECTRIC AdBlue® KIT FOR IBC

Electric diaphragm self-priming kit pump for AdBlue® for filling vehicles from the IBC tanks. The 

stainless steel support bracket allows the kit’s fixing to the safety metal grid.

“Kit AdBlue® IBC”  series composed by:						    
						    
Art. 098-6500-230 Diaphragm electric pump for Adblue® 230V 50 Hz 40 l/min				  
	                   cable 2 m lenght				  
Art. 098-6500-115 Diaphragm electric pump for AdBlue® 115V 60 Hz 40 l/min				  
	                   cable 2 m lenght	 			 
						    

Art. 098-6500-012 Diaphragm electric pump for  AdBlue® 12V 34 l/min					   

	                   cable 4 m lenght with pincers

Art. 099-5124-000 Digital flow meter MEC 24 min-max flow rate 5-120 l/min.	 	 		

	

						    

Art. 099-6000-000 Suction connections SEC	 					   

						    

Art. 099-6010-000 External suction connections for IBC S60X6	 				  

	

Art. 909-0500-060 Antistatic rubber hose EPDM 20 bar G 3/4” 6 m lenght (19x29)		

	

			 

Art. 911-0500-011 PVC spiral suction hose d.20x25 1,1 m lenght

Art. 099-6500-000 Suction hose 2” BSP SEC connection 

Art. 099-5199-000 Manual plastic nozzle “AD90” Flow rate 90 l/min

 						    

						    

Art. 099-5205-000 Automatic plastic nozzle with stainless steel end “AP80” 80 l/min

Art. 099-5240-020  AdBlue® filter 20µ 60 l/min	 				  


