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CABINET DISTRIBUTOR FOR AdBlue® “Meclube Box”

Solid cabinet in varnished anti-corrosion steel equipped with key closure. The dispenser pump 

group lies inside with anti-vibration supports. Composed by: electric diaphragm self-priming pump, 

automatic nozzle, delivery EPDM hose 6 m lenght, suction hose with valve+filter.

“Meclube Box AdBlue®” series composed by:      
 
      
      
Art. 098-6500-230  Diaphragm electric pump for AdBlue® 230V 50 Hz 40 l/min    
                                cable 2 m lenght    
      
Art. 098-6500-115 Diaphragm electric pump for AdBlue® 115V 60 Hz 40 l/min    
                               cable 2 m lenght   
      
      
Art. 098-6500-012 Diaphragm electric pump for AdBlue® 12V 34 l/min     
                   cable 2 m lenght with pincers    
      
Art. 098-6500-024  Diaphragm electric pump for AdBlue® 24V 34 l/min   
                                cable 2 m lenght with pincers

Art. 099-5124-000 Digital flow meter MEC 24 min-max flow rate min-max 5-120 l/min.   
       
      
      
Art. 099-6512-015 Kit PVC spiral suction hose d.20x25 1,5 m lenght     
 
      
      
Art. 909-0500-060 Antistatic hose EPDM 20 bar G 3/4” 6 m lenght (19x29)    
  
      
      
Art. 099-5205-000 Automatic plastic nozzle with stainless steel end “AP80” 80 l/min    
        
      

Art. 099-5210-000 Automatic stainless steel nozzle “AD80” Flow rate 80 l/min 
                              With swiveling joint

Art. 090-5053-000 Cabinet for pump group         
      


