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“Electronic Cami Dispenser” series composed by:					  
			 
						    
Art. 098-6500-230 Diaphragm electric pump for AdBlue® 230V 50 Hz 40 l/min			 
	                   cable 2 m lenght	 			 
												          
						    
						    
Art. 909-0500-060 Antistatic hose EPDM 20 bar G 3/4” 6 m lenght (19x29)			 
		
						    
						    
Art. 099-5210-000 Automatic stainless steel nozzle “AD80” Flow rate 80 l/min 
                               With swiveling joint

Art. 092-5200-230 Electronic control unit MecGest 110/230V 50Hz
                               Software included 	

Art. 099-5170-040 Mechanical pulsed flow meter MGI-40

Art. 092-5220-000 Codified communication kit USB key reader for PC

Art. 092-5300-000 Red Key- Manager - nr. 1 pc.

Art. 090-5073-000  Base Column Cami-Dispenser

OPTIONAL:

Art. 092-5300-010 Kit blue keys - Users - 10 pcs

Art. 099-5240-020 AdBlue® filter 20µ 60 l/min	  	 					   
				  

AdBlue® TRANSFER SYSTEM “Electronic Cami Dispenser”

Ref. Descrip. Flow 
rate Voltage Power Inlet-

outlet
Conn.
hose Nozzle Flow meter Working 

cycle Column Weight

l/min AC V./Hz 
DC Volt W BSPG Ø min kg

097-5074-230 Cami Dispenser 40 230/50 350 3/4"-3/4" 19X29 Aut.AD80 MGI-40 S20-20 NO 28.00

097-5075-230 Cami Dispenser 40 230/50 350 3/4"-3/4" 19X29 Aut.AD80 MGI-40 S20-20 YES 51,50

Ref. Packaging (mm) Nr. Of boxes

097-5074-230 505x355x425 1

097-5075-230 505x355x425 - 365x305x945 2

Art. 097-5075-230

Art. 097-5074-230


