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AdBlue® TRANSFER SYSTEM FOR VEHICLES  “Giuly-Blu”

Trolley for the transport of AdBlue® barrels, specifically designed for filling the vehicles tanks. It’s 

equipped with self-priming electric double diaphragm pump, automatic nozzle, flow rate reducer, 

digital turbine flow meter, IBC adaptor and telescopic suction hose. The plastic barrel and the tan-

ks are not included.  
“Giuly-Blu” series composed by:		

						    
Art. 098-6500-230  Electric diaphragm pump for AdBlue® 230V 50 Hz 40 l/min				  
	                    cable 2 m lenght	 					   
								      
								      
								      
Art. 098-6500-012  Electric diaphragm pump for AdBlue® 12V 34 l/min					   
	                    cable 4 m lenght					   
								      
								      

Art. 911-0500-015  PVC spiral suction hose ø 20x252 mm 1,5 m lenght					   
			 
								      
													           
Art. 908-0500-045 Connection hose EPDM ø 20 mm M-M 4,5 m lenght

								      
								      
Art. 099-5205-000 Automatic plastic nozzle with stainless steel end AP80 80 l/min.

Art. 099-5124-000 Digital flow meter MEC 24 min-max flow rate 5-120 l/min.				  
									       
								      
Art. 099-6500-000 Suction hose 2” BSP SEC connection							    
	
								      
								      
Art. 099-6600-000 Adaptor for suction hose SEC connection	 					   
		
								      
								      
Art. 030-1398-000 Trolley 3 wheels with brake	 						    
	


