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MADE IN ITALY

Water separating cartridge filter. The engines use the diesel delivered by the station, so the filter 

ensures their protection. It separates and absorbes the water in the delivered diesel. 

WATER SEPARATING DELIVERY FILTERS

Ref. Filter capacity Fluid Flow rate Inlet Weight Packaging

µ type l/min BSPG Kg mm

094-5240-000 30 Diesel 70 F 1"  - F 1" 1,4 200X225X135

094-5241-000 30 Diesel 70 - 0,75 112X112X213

094-5245-000 30 Diesel 150 F 1"  - F 1" 2,55 170X170X355

094-5246-000 30 Diesel 150 - 1,7 170X170X355

094-5248-000 5 Diesel 105 F 1"  - F 1" 2,8 225X185X325

094-5249-000 5 Diesel 105 - 1,5 170X170X213

094-5249-025 25 Diesel 105 - 1,5 170X170X213

Art. 094-5240-000 Water separating delivery filter
 		       for diesel/gasoline 70 l/min	

Art. 094-5245-000 Water separating delivery filter
		       for diesel/gasoline 150 l/min	 		

Art. 094-5241-000 Water separating cartridge diesel

Art. 094-5246-000 Water separating cartridge diesel		

Art. 094-5248-000 Water separating transparent delivery filter		
	                   for diesel/gasoline 105 l/min

Art. 094-5249-000 Water separating cartridge diesel
                               gasoline for filter  105 l/min		 	 		
					   

Art. 094-5249-025 Water separating cartridge diesel
                               gasoline for filter  105 l/min		 	 		
					   

Inlet-outlet connetion F1”	
Filtering capacity 30 µ	

Inlet-outlet connetion F1”	
Filtering capacity 30 µ	

gasoline for filter  150 l/min	
Dimensions 269x128 mm
Filtering capacity 30 µ	

	
Inlet-outlet connection F1”	
Filtering capacity 5 µ			 

Dimensions 100x210 mm
Filtering capacity 5 µ

Dimensions 100x210 mm
Filtering capacity 25 µ				  

gasoline for filter 70 l/mmin	
Dimensions 213x96 mm	
Filtering capacity 30 µ	


